
24.00 30.00 36.00 42.00 48.00 54.00
24.00 130.0 130.0 130.0 130.0 130.0 130.0
30.00 130.0 130.0 130.0 130.0 130.0 130.0
36.00 130.0 130.0 130.0 130.0 130.0 130.0
42.00 130.0 130.0 130.0 130.0 130.0 130.0
48.00 130.0 130.0 130.0 130.0 130.0 130.0
54.00 130.0 130.0 130.0 130.0 130.0 130.0
60.00 130.0 130.0 130.0 130.0 130.0 130.0
66.00 130.0 130.0 130.0 130.0 130.0 130.0
72.00 130.0 130.0 130.0 130.0 130.0 130.0
78.00 130.0 130.0 130.0 127.0 115.4 107.2
84.00 130.0 130.0 113.4 100.0 90.4 83.4
90.00 130.0 107.4 91.3 80.2 72.2 66.2
96.00 108.5 88.0 74.7 65.3 58.6 53.6

102.00 90.2 73.1 61.8 54.0 48.3 44.0
108.00 75.8 61.3 51.8 45.1 40.3 36.6
114.00 64.3 52.0 43.8 38.1 33.9 30.8
120.00 55.0 44.4 37.4 32.5 28.9 26.1

Height 
(in)

Maximum design pressure capacity (PSF)
Tributary width (in)
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